SP00350  (2018 Specifications: 07-01-20)

SECTION 00350 - GEOSYNTHETIC INSTALLATION

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00350 of the Standard Specifications modified as follows:

(Use the following subsection .00 when subgrade reinforcement geogrid is required BUT ONLY when it will be paid for as a separate pay item.)

00350.00  Scope - In the sentence, replace the word "geotextile" with the word "geosynthetics".

(Use the following lead-in and subsection .42 when subgrade reinforcement geogrid is required BUT ONLY when it will be paid for as a separate pay item.)

Add the following subsection:

00350.42  Subgrade Reinforcement Geogrid Installation Requirements:

(a)  Placement - Prepare the surface receiving geogrid to a smooth condition to the depth shown and as follows:

Orient the geogrid rolls parallel to the roadway centerline.
Unroll the geogrid in the same direction the cover material will be placed. If the geogrid shifts or becomes misaligned, realign it and anchor it according to the manufacturer's recommendations.

(b)  Overlaps - Overlap the geogrid a minimum of 2 feet. Overlap the geogrid in the same direction the cover material is placed with the preceding layer lapped on top of the following layer.

(c)  Protection of Geogrid - Drive rubber tired equipment on the geogrid at no more than 5 mph. Drive tracked equipment on the geogrid only after placing a minimum of 6 inches of cover material on top of the geogrid. Do not turn or make sudden stops or starts on the geogrid or cover material.

During installation cover the geogrid with cover material as soon as possible. Do not leave uncovered for more than 5 Calendar Days.

(d)  Repair - Repair or replace damaged or torn geogrid according to manufacturer's recommendations at no cost to the Agency.

[bookmark: _GoBack]00350.90  Payment - Delete the sentence that begins “If the Engineer orders geosynthetics…”

(Use the following subsection .90 when subgrade reinforcement geogrid is required BUT ONLY when it will be paid for as a separate pay item.)

Add the following pay item to the end of the pay item list:

	(f)	Subgrade Reinforcement Geogrid	Square Yard
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