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SECTION 00550 - PRECAST PRESTRESSED CONCRETE MEMBERS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00550 of the Standard Specifications modified as follows:

00550.11  Materials ‑ In the table of materials, replace the “Poured Joint Filler” line with the following line:

Hot Applied Joint Sealant	02440.30


00550.12(c)(3)  Acceptance - Replace this subsection with the following two subsections:

(3)  Actual Strength Test Value - The ASTV at 28 days is the average compressive strength of the three cylinders tested.

Discard all specimens that show definite evidence, other than low strength, of improper sampling, molding, handling, curing, or testing. The average strength of the remaining cylinders shall then be considered the test result.

(4)  Acceptance - Hardened concrete members with an ASTV meeting or exceeding the specified design strength, ƒ'c, will be acceptable for strength.

If the ASTV is less than ƒ'c but at least 85 percent of ƒ'c, the Engineer may review the results to determine if the member is suitable for the intended purpose. If suitable, the concrete represented by an ASTV less than ƒ'c may be accepted subject to a price adjustment according to 00150.25.

Concrete that has an ASTV less than 85 percent of ƒ'c will not be accepted. All costs of removal, replacement, and all related work are the Contractor's responsibility.

00550.47  Surface Finish - Replace the paragraph that begins "Provide a roadway finish…” with the following paragraphs:

After the concrete has been floated to produce a uniform surface and hardened sufficiently, provide a uniform textured finish on the top of members using a tool with 1/8 inch wide tines spaced 3/4 inch apart that will mark the finished surface to a depth of 1/8 inch to 3/16 inch. Do not overlap the texturing. Produce the texture transverse to the roadway centerline and full member width. In addition for members with an overlay less than 3 inches thick, struck the concrete to grade and Cross Section and provide a uniform surface according to 00540.55.

For the top of members used as a roadway surface, strike the concrete to grade and Cross Section and float it to produce a uniform smooth surface according to 00540.55. After the members are erected in the final position, provide deck roadway finish as shown. If not shown, provide deck roadway texturing according to 00540.50(c).

00550.52  Poured Joint Filler for Integral Deck Members with AC Wearing Surface ‑ Replace this subsection with the following subsection:

00550.52  Hot Applied Joint Sealant for Integral Deck Members with AC Wearing Surface ‑ After grout is poured to the level of the keyway shown for slabs and box beams, remove loose grout, and other foreign material from exposed keyway walls. After keyway grout is fully cured, dry surfaces to be sealed immediately before installing hot applied joint sealant.

Install hot applied joint sealant according to the manufacturer’s directions. Cure the filler sufficiently to resist the pressures and temperatures of the paving operation before the wearing surface is placed.

00550.90  Payment - In the paragraph that begins "No separate or additional payment will be…", add the following bullet to the bullet list:

surface finish on members

Replace the bullet starting with “furnishing and installing elastomeric…” with the following bullet:

furnishing and installing plain elastomeric bearing pads

00550.91  Fabrication Inspection Expense ‑ Delete this subsection.
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