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SECTION 00930 - METAL SIGN SUPPORTS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00930 of the Standard Specifications modified as follows:

(Use the following subsection .10 when PSST sign supports are required.)

00930.10  Materials - Replace the paragraph that begins “Furnish structural steel materials…” with the following paragraph:

Furnish perforated steel square tube slip base sign supports and perforated steel square tube anchor sign supports from the QPL. Furnish other structural steel materials meeting the applicable portions of Section 02530, with weights and sizes as shown or specified.

00930.40(e)(1)  General – Add the following sentence to the end of the paragraph:

The installation will be rejected if the geometry does not satisfy the requirements of 02560.05.

(Use the following lead-in paragraph and subsection .40(f) when induction bending is required for monotube cantilevers or monotube bridges.)

Add the following subsection:

00930.40(f)  Tube Bending - For major sign supports, bend tube using induction heating methods in accordance with TPA-IBS-98 "Recommended Standards for Induction Bending of Pipe and Tube".

(Use the following lead-in paragraph and subsection .48 to specify coating of steel sign supports.  Obtain item and color number from the Designer.)

Add the following subsection:

00930.48  Coating - Prepare and powder coat supports according to the applicable portions of Section 00593 or prepare and coat supports according to the applicable portions of Section 00594. Provide coating materials for field application, repairing damaged coatings, and coating hardware after installation, according to Section 00593 or 00594. Do not coat:

Slip plate or arm connection surfaces.
Slip base bolting hardware.
Anchor rods, anchor rod washers, and anchor rod nuts.

Provide the following colors:

	Item	Federal Standard
	595 Color Number

		


(Use the following subsection .80 to list the estimated quantities of steel. Fill in the blank with the quantity. For major sign supports, replace “(Structure Number)” with the structure number. Obtain information from the Designer. Delete rows for support types not used on the project. Delete a heading if all entries under that heading have been deleted.)

00930.80  Measurement - Add the following to the end of this subsection:

The estimated quantities of structural steel are as follows:

	Item	Estimated Quantity
	(Pound)

Major Sign Supports

Truss Sign Bridge, Str. No. (Structure Number)	__
Monotube Sign Bridge, Str. No. (Structure Number)	__
Butterfly Sign Structure, Str. No. (Structure Number)	__
Monotube Cantilever Sign Structure, Str. No. (Structure Number)	__

Mounts

Bridge Structure Mounts	__
Exit Number Mounts	__
Signal Pole Mounts	__
Adjustable Sign Mounts	__
Vertical Sign Mounts on Existing Structures	__
Secondary Sign Mounts	__

Minor Sign Supports

Multi-Post Breakaway Sign Supports	__
Triangular Base Breakaway Sign Supports	__
Pipe Breakaway Sign Supports	__
Perforated Steel Square Tube Slip Base Sign Supports	__
90 Degree Rotational Sign Supports	__
Pipe Sign Supports	__
Perforated Steel Square Tube Anchor Sign Supports	__

(Use the following subsection .90 when subsection 00930.48 is included in the project special provisions to specify painting or powder coating of steel sign supports.)

00930.90  Payment - Add the following paragraph to the end of this subsection:

No separate or additional payment will be made for coating steel sign supports.
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