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SECTION 00582 - BRIDGE BEARINGS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00582 of the Standard Specifications modified as follows:

00582.80  Measurement ‑ Replace this subsection, except for the subsection number and title, with the following:

The quantities of Work performed under this Section will be measured according to the following:

(a)  Composite Bearings and Steel-Reinforced Elastomeric Bearing Pads ‑ Composite bearings and steel-reinforced elastomeric bearing pads will be measured on the unit basis, of bearing devices in place which includes all components from the bearing seat attachment through the Superstructure attachment.

(b)  Plain Elastomeric Bearing Pads ‑ Plain elastomeric bearing pads will not be measured.

00582.90  Payment ‑ Replace this subsection, except for the subsection number and title, with the following:

The accepted quantities of bridge bearings will be paid for according to the following:

(a)  Composite Bearings and Steel-Reinforced Elastomeric Bearing Pads ‑ Composite bearings and steel-reinforced elastomeric bearing pads will be paid for at the Contract unit price, per each, for the following item(s):

(Delete pay item(s) from the list that are not included in the Schedule of Items, but do not change the alpha characters next to the pay items. When steel-reinforced elastomeric bearing pad is used, fill bearing pad dimensions in the blank. Add additional rows as necessary.)

		Pay Item	Unit of Measurement

	(a)	Bearing Devices, ____………….....................	Each
	(b)	Bearing Devices, _Inch wide, _Inch long, _Inch thick	Each

In item (a), the type (disc, fabric pad, pot, spherical) of composite bearing device will be inserted in the blank.

In item (b), for steel-reinforced elastomeric bearing pads, the width of bearing pad will be inserted in the first blank, the length of the bearing pad will be inserted in the second blank, and the thickness of the bearing pad will be inserted in the third blank.

Payment will be payment in full for furnishing and placing all Materials, and for furnishing all Equipment, labor, and Incidentals necessary to complete the Work as specified.

No separate or additional payment will be made for designing, fabricating, and testing composite bearings and steel-reinforced elastomeric bearing pads.

(b)  Plain Elastomeric Bearing Pads ‑ No separate payment will be made for plain elastomeric bearing pads. This item is included in payment of precast prestressed concrete and structural steel members.
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