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	braces, and appurtenances is required. )

SECTION 01050 - FENCES

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

(Use only one of the following lead-in paragraphs as instructed below.)

[Use the following lead‑in paragraph when NONE of the following subsections are included in the project special provisions.]

Comply with Section 01050 of the Standard Specifications.

 [Use the following lead-in paragraph when ANY of the following subsections are included in the project special provisions.]

Comply with Section 01050 of the Standard Specifications modified as follows:

(Use the following subsection .10 when wildlife fencing is required.)

01050.10  Materials - Add the following line to the list of materials:

	Wildlife Fencing Fabric	03010.21

(Use the following subsection .43(c) on projects in Regions 4 and 5 as requested by the Designer.)

01050.43(c)  Intermediate End Posts - Add the following sentence to the end of this subsection:

Space intermediate end posts a maximum of 300 feet apart.

(Use the following subsection .50 when wildlife fencing is required.)

Add the following subsection:

01050.50  Wildlife Fence:

(a)  Concrete Footings - Construct concrete footings according to 01050.43(a)(3).

(b) Line Posts, Braces, End Posts, Corner Posts, and Gate Post - All post and brace components shall be metal. Do not use wood posts and braces.

(c)  Braces - Install braces according to 01050.43(g)(1) and the following:

Braces are required at fence starts, ends, and changes of direction. A single straight run of fence requires an intermediate end post and brace at intervals of no more than 600 feet.

(d)  Wildlife Fence Fabric and Wire - Install wildlife fence fabric and wire according to 01050.44.

(e)  Jumpouts - Construct jumpouts as shown or directed with borrow material conforming to 00330.12 that contains no particles with any dimension greater than 3 inches. Make jumpouts of uniform grade and compact until there is no reaction or yielding under the compactor. Jumpouts will be visually accepted by the Engineer.

(Use the following lead in paragraph and subsection .80(g), .80(h) and .80(i) when wildlife fencing is required.)

01050.80  Measurement – 

Add the following subsection:

(g)  Wildlife Fence - Wildlife fence will be measured on the length basis. Measurement will be from center to center of posts, measured along the line and grade of each separate continuous run of fence as constructed, exclusive of gates. 

Add the following subsection:

(h)  Metal Gates for Wildlife Fence - Metal gates for wildlife fence will be measured on the unit bases of each size of single gate and each size of double gate respectively. The size designation of the gates for wildlife fence gates will be by width. The width will be the opening the gate is to fit.

Add the following subsection:

(i)  Jumpouts - Jumpouts will be measured on the unit basis. Additional fence Material used in the jumpouts will be measured as wildlife fence.

(Use the following subsection .90 when wildlife fencing is required.)

01050.90  Payment - Add the following paragraphs after the paragraph that begins “New material necessary to complete…”:

(e)  Wildlife Fence - Wildlife fence, gates, and jumpouts will be paid for at the Contract unit price, per unit of measure, for the following items:

		Pay Item	Unit of Measure

	(a)	Wildlife fence		Foot
	(b)	Jumpouts		Each
	(c)	____Foot x 96 Inch Wildlife Fence Single Gate		Each
	(d)	____Foot x 96 Inch Wildlife Fence Double Gate		Each

In items (c) and (d) the width of the gate will be inserted in the blank.
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