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	when granular drain backfill
	material is required. Requires SP02410
	when perforated concrete pipe is required.
	Requires SP02415 when perforated 
	corrugated polyethylene pipe is required)

SECTION 00430 - SUBSURFACE DRAINS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

(Use only one of the following lead-in paragraphs as instructed below.)

[ Use the following lead-in paragraph when NONE of the following subsections are included in the project special provisions. ]

Comply with Section 00430 of the Standard Specifications.

[ Use the following lead-in paragraph when ANY of the following subsections are included in the project special provisions. ]

Comply with Section 00430 of the Standard Specifications modified as follows:

(Use the following subsection .11 when granular drain backfill material is required.)

00430.11  Granular Drain Backfill Material - Replace the sentence that begins "Furnish granular drain backfill material…" with the following sentence:

Furnish granular drain backfill material of 1 1/2" - 3/4", 1 1/4" - 3/4", or 3/4" - 1/2" crushed or uncrushed Rock or gravel meeting the requirements of 02690.20(c) and the following gradation requirements:
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