
US95: Idaho to Burns Junction 

MP Side Comments Surface Type Length Width Latitude Longitude 

0 SB Pullout Paved 140 60 43.2512428815° N 117.0260250092° W 

0.87 NB Pullout Paved 190 20 43.2424748464° N 117.0396066269° W 

2.82 SB Pullout Gravel 150 40 43.2197234760° N 117.0508048495° W 

5.77 NB Pullout Paved 300 35 43.1795272796° N 117.0403549632° W 

6.07 
NB / 
SB Pullout Paved 150 30 43.1752339235° N 117.0383084377° W 

8.23 NB Pullout Paved 190 30 43.1459215052° N 117.042854782° W 

9.14 NB Pullout Gravel 200 30 43.1332091095° N 117.0469868121° W 

15.59 NB Pullout Paved 350 50 43.0422475017° N 117.0703810391° W 

17.32 SB Pullout Paved 200 45 43.0169035072° N 117.0668951063° W 

20.05 NB City Park Parking Lot Paved 275 70 42.9796836895° N 117.0529072579° W 

25.99 SB Pullout Gravel 230 40 42.9834781769° N 117.1569695951° W 

32.31 NB Antelope Resort Rd Int.  Gravel 135 20 42.9223497406° N 117.249671771° W 

33.92 SB Pullout Gravel 200 60 42.9096760803° N 117.2759435076° W 

40.07 SB Pullout Paved 250 35 42.8800379466° N 117.388302148° W 

40.84 SB Pullout Paved 170 30 42.8784576892° N 117.4023730165° W 

44.52 NB Pullout Paved 200 25 42.8783145001° N 117.4743686354° W 

51.38 SB Chain up Area Paved 400 32 42.8513003231° N 117.6033003069° W 

60.63 NB Pullout Paved 200 20 42.7934324660° N 117.75323486° W 

65.62 
NB / 
SB Pullout Paved 120 17 42.7774720343° N 117.845196981° W 

Additional Requirements: 
ODOT and the carrier will work cooperatively on a case by case basis to identify and determine the specific pullouts and available shoulder widths to move the 

load during winter weather conditions in snow zone areas. 

 

 



US95 Burns Junction to Nevada 

MP Side Comments Surface Type Length Width Latitude Longitude 

66.66 SB Pullout Paved 150 20 42.7675133808° N 117.8549199887° W 

72.25 SB Pullout Paved 190 24 42.6868149410° N 117.863296378° W 

75.45 NB Pullout Paved 190 24 42.6402811841° N 117.8678801087° W 

79.1 SB Pullout Paved 250 20 42.5878766681° N 117.8734058027° W 

85.95 SB Pullout Gravel 180 26 42.4892043767° N 117.8835159021° W 

87.5 NB Pullout Paved 370 26 42.4662215657° N 117.8823937274° W 

91.48 SB ODOT Maintenance Station Paved 400 40 42.4112893618° N 117.8620518542° W 

98.25 
NB / 
SB Pullout Paved 300 30 42.3196261651° N 117.8200089087° W 

102.82 NB Pullout Paved 200 30 42.2610270456° N 117.7851405081° W 

106.6 
NB / 
SB Pullout Paved 250 26 42.2076983663° N 117.7701271729° W 

111.34 SB Pullout Paved 200 25 42.1400708577° N 117.7510834889° W 

121.08 SB Pullout Paved 200 20 42.0024546017° N 117.7178935103° W 

Additional Requirements: 
ODOT and the carrier will work cooperatively on a case by case basis to identify and determine the specific pullouts and available shoulder widths to move the 

load during winter weather conditions in snow zone areas. 

 


